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api rp 14e is a crucial standard within the oil and gas industry, specifically related to the design,
construction, and operation of pipeline systems. As an industry benchmark, APl RP 14E provides
comprehensive guidelines to ensure safety, reliability, and efficiency when handling produced fluids,
especially in the context of offshore and onshore pipeline installations. This recommended practice
(RP) is developed by the American Petroleum Institute (API), a leading authority in establishing
standards for the oil and natural gas sector. Understanding APl RP 14E is essential for engineers,
project managers, and operators involved in the design, maintenance, and regulation of pipeline
systems to ensure compliance with industry best practices and regulatory requirements.

Overview of APl RP 14E
What is API RP 14E?

API RP 14E is a technical document that provides guidance on the design and operation of pipeline
systems used in the transportation of produced fluids, primarily in the oil and gas industry. It
addresses issues related to flow assurance, corrosion control, safety measures, and operational
integrity. The document emphasizes the importance of designing pipelines that can withstand
environmental conditions, chemical compositions of transported fluids, and operational stresses.

Historical Development and Purpose

Since its initial publication, APl RP 14E has evolved to incorporate advancements in materials,
technology, and safety practices. The purpose of the RP is to minimize risks associated with pipeline
failures, environmental hazards, and safety incidents. It also aims to promote standardization across
industry practices, enabling operators and engineers to implement effective solutions that align with
regulatory standards and industry expectations.

Scope of API RP 14E

The scope covers:

- Pipeline design considerations for produced fluids

- Materials selection for corrosion resistance

- Flow assurance strategies

- Safety measures including blowout prevention and leak detection
- Maintenance and inspection protocols
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- Environmental protection measures
- Emergency response planning

Key Components and Principles of API RP 14E
Pipeline Design Considerations

Designing pipelines under API RP 14E involves evaluating several factors:

- Environmental Conditions: Temperature, pressure, soil conditions, and seismic activity

- Fluid Characteristics: Composition, corrosiveness, and phase behavior of produced fluids
- Operational Parameters: Flow rates, pressure drops, and capacity requirements

- Material Selection: Corrosion-resistant alloys, coatings, and cathodic protection systems

Corrosion Control Strategies
Corrosion remains a primary concern in pipeline integrity. APl RP 14E recommends multiple

strategies:

- Material Selection: Using materials resistant to specific corrosive agents present in produced
fluids

- Coatings: Applying protective coatings to prevent corrosive contact
- Cathodic Protection: Employing sacrificial anodes or impressed current systems
- Chemical Inhibitors: Injecting corrosion inhibitors into the fluid stream

Flow Assurance and Operational Integrity
Ensuring consistent flow and avoiding blockages or equipment failure is vital:
- Managing hydrates, wax, and scale formation through chemical treatment and heating
- Monitoring pressure and temperature to prevent hydrate formation or pipeline stress
- Implementing pigging and cleaning procedures for maintenance
- Designing for flexibility and expansion to accommodate future capacity increases

Safety and Environmental Protection

API RP 14E emphasizes safety protocols:
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- Installing blowout preventers (BOPs) and safety valves
- Using leak detection systems

- Planning emergency shutdown procedures

- Conducting risk assessments and safety audits

- Properly managing waste and spill response plans

Application of API RP 14E in Industry

Design and Construction

Engineers utilize APl RP 14E during the design phase to select appropriate materials, determine
pipeline specifications, and incorporate safety features. During construction, adherence to the RP
ensures quality control and compliance with standards.

Operational Management

Operators employ APl RP 14E guidelines for routine inspection, maintenance, and operational
monitoring. The RP provides frameworks for corrosion monitoring, flow assurance, and safety
management, helping prevent failures and extend pipeline lifespan.

Regulatory Compliance

Many jurisdictions adopt API standards as part of their regulatory frameworks. Compliance with API
RP 14E not only ensures safety but also facilitates legal and insurance requirements.

Case Studies and Industry Examples
- Offshore oil platforms implementing API RP 14E for pipeline integrity
- Onshore pipeline projects utilizing corrosion control strategies outlined in the RP
- Emergency response planning based on best practices from API guidelines
Challenges and Future Developments of API RP 14E
Challenges in Implementation
Despite its comprehensive nature, applying APl RP 14E faces challenges:

- Variability in environmental conditions across different sites
- Evolving chemical compositions of produced fluids
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- Technological advancements requiring updates to existing standards
- Cost considerations for advanced materials and safety systems

Future Trends and Updates

The industry continuously evolves with innovations such as:

- Use of smart sensors and loT for real-time monitoring

- Advanced materials with enhanced corrosion resistance
- Improved modeling tools for flow assurance

- Integration of environmental sustainability practices

APl is expected to update RP 14E periodically to encompass these advancements, ensuring that
standards remain relevant and effective.

Conclusion

API RP 14E plays a vital role in guiding the safe, efficient, and environmentally responsible design
and operation of pipeline systems in the oil and gas industry. By adhering to its principles, industry
professionals can mitigate risks associated with corrosion, flow disruptions, and safety hazards. As
technology advances and industry challenges evolve, API continues to refine and update the
standards, ensuring they remain a cornerstone of best practices in pipeline integrity management.
For engineers, operators, and regulatory bodies, understanding and implementing APl RP 14E is
essential to maintaining operational excellence and safeguarding personnel and the environment.

API RP 14E: An In-Depth Review of the Industry Standard for Offshore Pipeline and Equipment
Design

The API RP 14E (American Petroleum Institute Recommended Practice 14E) stands as a
cornerstone in the oil and gas industry, particularly concerning the design, installation, and
maintenance of offshore production platform safety systems. This comprehensive guideline has
been instrumental in shaping industry standards, ensuring safety, reliability, and efficiency in the
harsh offshore environment. In this review, we delve into the intricacies of API RP 14E, exploring its
scope, key features, applications, benefits, and potential limitations to provide a thorough
understanding for engineers, safety professionals, and industry stakeholders.

Overview of API RP 14E

What is API RP 14E?
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API RP 14E is a recommended practice developed by the American Petroleum Institute that
provides detailed guidance on the design and application of safety systems such as emergency
shutdown (ESD), fire and gas detection, and other safety-related equipment for offshore oil and gas
production platforms. Its primary aim is to promote safety and operational integrity by establishing
industry best practices in designing, installing, and maintaining safety systems in challenging
offshore environments.

Published initially in the 1980s, APl RP 14E has undergone multiple revisions to incorporate
technological advancements, regulatory changes, and lessons learned from operational
experiences. It serves as a benchmark for offshore safety system design across various
jurisdictions, aligning with international standards while catering specifically to the unique demands
of offshore platforms.

Scope and Applicability

API RP 14E applies broadly to offshore oil and gas facilities, including fixed platforms, compliant
floating production systems, and subsea installations where safety systems are critical. Its
guidelines encompass:

- Design considerations for safety shutdown systems
- Fire and gas detection system integration

- Emergency response procedures

- Maintenance and testing protocols

- Control system architecture and instrumentation

While not a regulatory requirement itself, compliance with APl RP 14E often aligns with regulatory

standards, and many operators adopt its recommendations as part of their safety management
systems.

Key Features and Components of API RP 14E
Safety System Design Principles
At the heart of APl RP 14E are core principles aimed at ensuring operational safety and minimizing

risk. These include redundancy, reliability, maintainability, and fail-safe configurations. The
document emphasizes:

- Redundant safety loops to prevent single points of failure
- Use of fail-safe devices that default to a safe state upon failure



Api Rp 14e Ebook Vol. 2026, Issue 5

- Proper separation of safety functions from control systems to prevent common cause failures
- Incorporation of diagnostics and alarms for proactive maintenance

Fire and Gas Detection Systems

The guideline provides detailed specifications on designing fire and gas detection systems that are:

- Sensitive enough to detect hazards promptly

- Robust against false alarms

- Capable of integrating with overall safety shutdown systems

- Designed for reliable operation in harsh offshore environments with factors such as corrosion,
humidity, and temperature fluctuations

Emergency Shutdown (ESD) System Design

One of the critical components covered extensively is the ESD system, which is designed to shut
down process operations rapidly in case of emergency. Features include:

- Use of trip valves and blowdown systems

- Multiple sensing points for early detection

- Use of safety PLCs or relay logic for control

- Clear annunciation and alarm systems to alert personnel

Control and Instrumentation Architecture

API RP 14E advocates for a structured control architecture that ensures safety functions are
isolated and reliable. Key points include:

- Use of redundant control panels

- Proper wiring practices and separation of power and signal lines
- Regular testing and validation procedures

- Documented control logic and process diagrams

Advantages of Implementing API RP 14E

Adopting the guidelines and best practices outlined in APl RP 14E yields numerous benefits for
offshore operators:
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- Enhanced Safety: By following proven design principles, the risk of accidents and catastrophic
failures is significantly reduced.

- Regulatory Compliance: Many jurisdictions recognize API RP 14E as a standard, simplifying
compliance and permitting processes.

- Operational Reliability: Redundancy and diagnostics improve system uptime and reduce false
alarms.

- Maintenance Optimization: Clear testing and maintenance protocols facilitate early detection of
issues, minimizing downtime.

- Industry Best Practices: Aligning with API standards ensures consistency across projects and
facilitates knowledge sharing.

Challenges and Limitations

Despite its comprehensive nature, APl RP 14E does present certain challenges and limitations:

- Complexity and Cost: Implementing redundant systems and sophisticated controls can increase
initial capital expenditure.

- Evolving Technologies: Rapid technological advancements require periodic updates to the
standard, which may lag behind cutting-edge innovations.

- Operator Training: Proper implementation necessitates skilled personnel familiar with API
guidelines, which may require additional training.

- Not Regulatory by Itself: While widely adopted, compliance depends on local regulations, and
some jurisdictions may have more stringent requirements.

Implementation Considerations
Design Process
Successful implementation of APl RP 14E-guided systems involves:
- Conducting thorough hazard and risk assessments
- Designing control systems with redundancy and fail-safe features
- Selecting appropriate sensors and actuators suited for offshore conditions
- Ensuring integration with overall safety management and emergency procedures

Testing and Maintenance

Periodic testing, including functional and diagnostic tests, is vital to verify system integrity.
Maintenance protocols should be documented, and staff trained to promptly address issues.
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Documentation and Compliance

Proper documentation, including system schematics, test records, and maintenance logs, supports
regulatory audits and future upgrades.

Case Studies and Industry Adoption

Numerous offshore projects worldwide have successfully adopted API RP 14E, often customizing
guidelines to fit specific operational contexts. For instance:

- Major Gulf of Mexico platforms incorporate APl RP 14E recommendations to bolster safety
during high-pressure operations.

- North Sea installations utilize the standard for fire and gas detection systems, ensuring
compliance with stringent European safety directives.

- Floating production units adapt API RP 14E designs to accommodate dynamic motion and
environmental factors.

These case studies underline the flexibility and robustness of the guideline, highlighting its role in
enhancing offshore safety globally.

Conclusion

API RP 14E remains a vital resource for offshore safety system design, offering a comprehensive
framework that balances safety, reliability, and operational efficiency. Its emphasis on redundancy,
fail-safe mechanisms, and systematic testing ensures that offshore facilities are better prepared to
face emergencies and operational challenges. While the standard involves considerable investment
and technical expertise, the long-term benefits of improved safety and reduced risk far outweigh
initial costs. As offshore technology continues to evolve, ongoing updates to APl RP 14E and its
integration with emerging innovations will be essential in maintaining industry best practices and
safeguarding personnel and assets in the demanding offshore environment.

QuestionAnswer What is the APl RP 14E standard used for? API RP 14E provides guidelines for
the design, installation, and operation of offshore drilling and production equipment, particularly
related to subsea and surface safety systems. Who should follow the APl RP 14E standards?
Engineers, operators, and safety personnel involved in offshore drilling and production activities
should follow APl RP 14E to ensure safety, compliance, and best practices in subsea equipment
design. How does API RP 14E impact offshore equipment safety? APl RP 14E establishes safety
protocols and testing procedures that help prevent equipment failures, improve operational safety,
and ensure regulatory compliance in offshore environments. What are the key components covered
in APl RP 14E? The standard covers components such as blowout preventers, subsea well control
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systems, kill and choke lines, and associated safety devices. Is APl RP 14E applicable to all
offshore drilling operations? While primarily focused on offshore drilling and production safety, its
applicability depends on regional regulations and specific project requirements, but it is widely
adopted in the industry. How often is APl RP 14E updated? API standards, including RP 14E, are
periodically reviewed and updated to incorporate technological advancements and industry best
practices; check the latest version for current requirements. Can | get certification for compliance
with APl RP 14E? Yes, companies can obtain certification or third-party verification to demonstrate
compliance with APl RP 14E standards, enhancing safety and credibility. What are common
challenges in implementing APl RP 14E standards? Challenges include ensuring staff training,
integrating new safety protocols into existing systems, and maintaining compliance across complex
offshore operations.

Related keywords: API RP 14E, offshore platform standards, offshore oil and gas standards, API
standards, offshore equipment, safety standards, petroleum industry standards, API specifications,
offshore drilling, platform design

Linear regression table in apa style

linear regression table in apa style is a crucial component for researchers and students who aim
to present their statistical findings clearly and professionally in academic writing. Properly formatted
tables not only enhance the readability of research reports but also adhere to the standards set forth
by the American Psychological Association (APA). Whether you are conducting a simple linear
regression or a more complex multiple regression analysis, understanding how to create and
interpret a regression table in APA style is essential for ensuring your results are communicated
effectively. This comprehensive guide will cover everything you need to know about constructing,
formatting, and interpreting a linear regression table in APA style, optimized for search engines and
academic clarity.

Understanding the Importance of a Linear Regression Table in APA
Style

What Is a Regression Table?

A regression table summarizes the results of a regression analysis, displaying the relationships
between the dependent variable and one or more independent variables. It typically includes key
statistical information such as regression coefficients, standard errors, t-values, p-values, and
confidence intervals.
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Why Format Regression Tables in APA Style?

- Clarity and Consistency: Ensures your research adheres to standardized formatting, making it
easier for readers and reviewers to understand.

- Professional Presentation: Enhances the credibility and professionalism of your manuscript.

- Compliance with Academic Standards: Many academic journals and institutions require APA
formatting for statistical tables.

Key Components of a Linear Regression Table in APA Style
Main Elements Included in a Regression Table

A typical regression table in APA style contains the following components:

- Table Number and Title

- Positioned at the top of the table.

- Clearly numbered (e.g., Table 1) and descriptive (e.g., Regression Results Predicting Academic
Performance).

- Columns

- Predictor Variables: Names of independent variables.

- B (Unstandardized Coefficient): The raw coefficient estimate.

- SE B (Standard Error): Standard error of B.

- ? (Standardized Coefficient): Standardized estimate (if applicable).
- : t-statistic for testing the significance of B.

- p: p-value indicating significance level.

- 95% CI: Confidence interval for B (optional but recommended).

- Rows

- Each predictor variable listed separately.
- Final row often includes the Intercept.
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- Model Fit Indicators (usually placed below the table)

- R?, Adjusted R?, F-statistic, and associated p-value.

How to Format a Regression Table in APA Style

General Formatting Guidelines

To ensure your regression table conforms to APA style, follow these key formatting rules:
- Table Layout:

- Use horizontal lines only?above and below the header row, and at the bottom of the table.
- Do not use vertical lines.

- Font and Spacing:
- Use a clear, legible font such as Times New Roman, 12-point size.
- Double-space the table within the manuscript.

- Headings and Labels:
- Clear, concise, and descriptive.
- Use italics for statistical symbols (e.g., p, R?).

- Significance Indicators:
- Use asterisks to denote significance levels (e.g., p

- Alignment:
- Numeric columns should be right-aligned.
- Textual labels should be left-aligned.
Sample Structure of a Regression Table in APA Style

" plaintext

Table 1
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Regression Results Predicting Academic Performance

| Predictor | B|SEB|?|t]|p]|95% CI for B |

| Intercept | 2.345 | 0.567 | ? | 4.137 |
| Study Hours | 0.456 | 0.123 | 0.321 | 3.707 |
| Attendance Rate | 0.789 | 0.234 | 0.245 | 3.375| .001 | [0.324, 1.254] |

Note. N = 150. R? = 0.37, Adjusted R? = 0.35, F(2,147) = 43.27, p
p

Step-by-Step Guide to Creating a Linear Regression Table in APA
Style

Step 1: Conduct Your Regression Analysis

Use statistical software such as SPSS, R, or Stata to run your regression analysis and obtain the
necessary statistics.

Step 2: Gather Essential Results
Extract the following from your output:

- Regression coefficients (B)

- Standard errors (SE B)

- Standardized coefficients (?), if relevant

- t-values

- p-values

- Confidence intervals for B

- Model fit statistics (R?, F-statistic)

Step 3: Structure Your Table

Arrange the data following the APA table format:

- Use clear headings
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- Include a descriptive table title
- Present coefficients and statistics in aligned columns

Step 4: Format According to APA Style

- Remove vertical lines

- Use horizontal lines only

- Italicize statistical symbols and p-values
- Add significance indicators as needed

Step 5: Add Notes and Model Fit Statistics

Below the table, include notes that specify sample size, model fit indices, and significance levels.

Best Practices for Interpreting and Presenting Regression Tables

Key Points for Clear Presentation

- Always include a descriptive table title.

- Use notes below the table to clarify abbreviations or provide additional context.
- Present all relevant statistics to allow readers to interpret the results accurately.
- Highlight significant predictors with appropriate significance indicators.

Common Mistakes to Avoid

- Using vertical lines or excessive formatting.

- Omitting important model fit statistics.

- Not aligning numbers properly.

- Failing to specify the significance level conventions.

Additional Tips for Optimizing SEO for Your Regression Table Article

- Use keywords such as "linear regression table in APA style," "APA format regression table,"
"how to create regression table in APA," and "regression table formatting."

- Incorporate related terms naturally throughout the article, like "statistical reporting,” "research
results,” and "academic writing."

- Use descriptive headings and subheadings that include target keywords.
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- Include example tables and code snippets to illustrate points.
- Ensure the content is comprehensive, easy to read, and provides actionable guidance.

Conclusion

Creating a well-formatted linear regression table in APA style is essential for clear and professional
presentation of your research findings. By understanding the key components, adhering to APA
formatting guidelines, and including comprehensive statistical information, you ensure that your
results are transparent and accessible to your audience. Remember to include all relevant model fit
indices, properly format your table with proper alignment and spacing, and use clear notes for
additional context. Following these best practices will not only improve the quality of your research
report but also optimize its visibility and credibility in academic and professional settings.

Meta Description:

Learn how to create and format a linear regression table in APA style with this comprehensive
guide. Discover key components, formatting tips, and best practices for reporting regression results
effectively.

Understanding and Presenting a Linear Regression Table in APA Style: A Comprehensive Guide

When conducting statistical analyses in social sciences, psychology, business, or health research,
linear regression tables in APA style are essential for accurately communicating the relationship
between variables. These tables encapsulate the core results of your regression analysis, allowing
readers to interpret the strength, significance, and practical implications of your findings
systematically. Properly formatting and presenting these tables in accordance with APA guidelines
ensures clarity, professionalism, and consistency across scholarly work.

In this comprehensive guide, we will explore the essentials of creating and interpreting a linear
regression table in APA style, covering everything from the core components to common formatting
practices. Whether you're a novice researcher or an experienced analyst, this article will serve as a
detailed resource to enhance your reporting skills.

What Is a Linear Regression Table?

A linear regression table summarizes the results of a regression analysis that models the
relationship between a dependent variable and one or more independent variables. It typically
includes key statistics such as coefficients, standard errors, t-values, p-values, R-squared, and

maore.

In APA style, the goal is to present this information in a clear, concise, and standardized format that
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allows readers to understand the model's findings without ambiguity. The table should be
self-contained, meaning all necessary information is included so that readers can interpret the
results independently.

Key Components of a Linear Regression Table in APA Style
When constructing a linear regression table, several components are essential. Below is a detailed
breakdown:

- Table Title and Number

- Number: Use Arabic numerals (e.g., Table 1).
- Title: A clear, descriptive title in italics, positioned above the table (e.g., Linear Regression
Results Predicting Job Satisfaction).

- Column Headers

Typically include:

- Predictor Variables / Independent Variables
- B (Unstandardized Coefficient)

- Std. Error (Standard Error of B)

- Beta (Standardized Coefficient)

- t (t-value)

- p (p-value)

- Rows

- Each predictor variable (including the intercept) gets its row.
- The bottom row often contains overall model fit statistics, such as R-squared and F-statistic.

- Footnotes (Optional)
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- Clarify any abbreviations.
- Indicate significance levels (e.g., p

Step-by-Step: Creating a Linear Regression Table in APA Style
Step 1: Conduct Your Regression Analysis

Before creating the table, ensure you've run your regression analysis in your statistical software
(e.g., SPSS, R, Stata, SAS). Gather all relevant statistics for each predictor and overall model fit.

Step 2: Organize Your Results

Prepare the data for the table, focusing on:

- Unstandardized coefficients (B)

- Standard errors

- Standardized coefficients (Beta)

- t-values

- p-values

- Model fit indices (e.g., R?, Adjusted R?, F-statistic)

Step 3: Create the Table Structure
Using your word processor, set up a table with appropriate columns:

| Predictor | B | Std. Error | Beta |t | p |

Fill in each row with the corresponding data.

Step 4: Format in APA Style

- Font: Use Times New Roman 12-point.

- Spacing: Double-spaced.

- Alignment: Numeric data aligned to the right; predictor names to the left.

- Lines: Horizontal lines only at the top and bottom, and beneath column headers, per APA
guidelines.

- Title: Italicized and placed above the table, labeled "Table 1" (or appropriate number).
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Step 5: Add Model Summary and Footnotes
Below the table, include key model statistics:
- R-squared
- Adjusted R-squared
- F-statistic and associated p-value
Use footnotes to clarify any abbreviations or significance indicators.
Best Practices for Presenting Regression Results in APA Style
- Report all relevant predictors: Do not omit variables that are theoretically important.
- Include significance levels: Use asterisks or notation to denote significance (p
- Report standardized and unstandardized coefficients: Providing both offers insights into the
relative importance and actual units of change.
- Use consistent decimal places: Typically two decimal places for coefficients and standard
errors, three for p-values.
- Be transparent about model fit: Clearly state R-squared, F-statistics, and sample size.
Example of a Linear Regression Table in APA Style
Table 1
Linear Regression Results Predicting Job Satisfaction
| Predictor | B | Std. Error | Beta | t| p |

| Intercept | 2.15]0.45|? | 4.78 |
| Age | 0.03]0.01]0.20]2.50].014 |

| Years at Company | 0.05]0.02]0.15| 2.10| .037 |
| Workload | -0.12 | 0.04 | -0.25 | -3.00 | .003 |

Model Summary:
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- R2 = 0.28, Adjusted R2 = 0.24
- F(3,96) = 11.3, p

Note. p
Common Mistakes to Avoid

- Omitting standard errors or t-values: These are crucial for assessing significance.
- Using inconsistent decimal places: Maintain uniformity for clarity.

- Ignoring APA formatting rules: Such as table placement, spacing, and font.

- Failing to include model fit statistics: Readers need this context.

- Overloading the table with too many variables: Keep it focused and clear.

Additional Tips for Effective Reporting

- Supplement with narrative: In your text, interpret the key findings from the table.
- Be precise: Clearly specify what each coefficient indicates.

- Use footnotes thoughtfully: To clarify abbreviations or statistical nuances.

- Ensure readability: Use adequate spacing and avoid clutter.

Conclusion

Presenting a linear regression table in APA style is a vital aspect of scholarly reporting, enabling
transparent and effective communication of your statistical findings. By understanding the core
components, following APA formatting guidelines, and emphasizing clarity, you can craft
professional, comprehensive tables that enhance the credibility of your research. Remember that
well-structured tables not only support your interpretations but also facilitate peer review and future
replication efforts.

Armed with this guide, you are now better equipped to produce high-quality regression tables that
adhere to APA standards and effectively convey your research insights.

QuestionAnswer What is a linear regression table in APA style? A linear regression table in APA
style presents the results of a regression analysis, including coefficients, standard errors, t-values,
p-values, R-squared, and other relevant statistics, formatted according to APA guidelines for clarity
and consistency. How should the regression coefficients be reported in APA style? Regression
coefficients should be reported with their unstandardized (B) or standardized (?) values, along with
their standard errors in parentheses, and significance levels indicated with asterisks or p-values,
following APA formatting rules. What are the key components of a regression table in APA format?
Key components include the predictor variables, unstandardized and standardized coefficients,
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standard errors, t-values, p-values, R-squared, adjusted R-squared, F-statistic, and degrees of
freedom, all arranged in a clear, labeled table. How do | format p-values in an APA-style regression
table? P-values should be reported as exact values (e.g., p = .023) or with thresholds (e.g., p
Related keywords: linear regression, APA style, table formatting, statistical reporting, regression
coefficients, p-values, confidence intervals, table layout, APA guidelines, data presentation

Read the full article online: Linear regression table in apa style
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